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T emp C° Press Bar
‐46 0,21
‐45 0,221
‐44 0,233

Temperature e pressioni R600a

44 0,233
‐43 0,246
‐42 0,259
‐41 0,273
‐40 0,288
‐39 0,303
‐38 0,318
‐37 0,334
‐36 0,351
‐35 0,369
‐34 0,387
‐33 0,406
‐32 0,426
31 0 447‐31 0,447
‐30 0,468
‐29 0,49
‐28 0,513
‐27 0,536
‐26 0,561
‐25 0,58625 0,586
‐24 0,613
‐23 0,64
‐22 0,668
‐21 0,698
‐20 0,728
‐19 0,759
‐18 0,791
‐17 0,825
‐16 0,859
‐15 0,894
‐14 0,931
‐13 0,969
12 1 008‐12 1,008
‐11 1,048
‐10 1,09
‐9 1,132
‐8 1,176
‐7 1,222
‐6 1,268



‐4 1,366
‐3 1,416
‐2 1,4692 1,469
‐1 1,522
0 1,578
1 1,635
2 1,693
3 1,753
4 1,814
5 1,878
6 1,942
7 2,009
8 2,077
9 2,147
10 2,219
11 2 29311 2,293
12 2,368
13 2,446
14 2,525
15 2,606
16 2,689
17 2,77517 2,775
18 2,862
19 2,951
20 3,042
21 3,136
22 3,232
23 3,329
24 3,43
25 3,532
26 3,636
27 3,743
28 3,853
29 3,964
30 4 07830 4,078
31 4,195
32 4,314
33 4,435
34 4,56
35 4,686
36 4 81536 4,815
37 4,947
38 5,082
39 5,219
40 5,359
41 5,502
42 5,648



44 5,948
45 6,102
46 6,25946 6,259
47 6,42
48 6,583
49 6,749
50 6,919
51 7,091
52 7,267
53 7,446
54 7,628
55 7,814
56 8,003
57 8,195
58 8,39
59 8 58959 8,589
60 8,792
61 8,998
62 9,207
63 9,42
64 9,637
65 9,85765 9,857
66 10,081
67 10,309
68 10,541
69 10,776
70 11,015
71 11,258
72 11,505
73 11,756
74 12,011
75 12,27
76 12,533
77 12,8
78 13 07178 13,071
79 13,346
80 13,626
81 13,91
82 14,198
83 14,49
84 14 78784 14,787
85 15,088
86 15,394
87 15,704
88 16,019
89 16,338
90 16,662



92 17,324
93 17,662
94 18,00494 18,004
95 18,352
96 18,704
97 19,061
98 19,423
99 19,789
100 20,161
101 20,538
102 20,919
103 21,306
104 21,697
105 22,094
106 22,496
107 22 902107 22,902
108 23,314
109 23,731
110 24,153
111 24,581
112 25,013
113 25,451113 25,451
114 25,893
115 26,341
116 26,794
117 27,253
118 27,716
119 28,184
120 28,658
121 29,136
122 29,62
123 30,109
124 30,602
125 31,101
126 31 604126 31,604
127 32,113
128 32,625
129 33,143
130 33,665
131 34,192
132 34 723132 34,723
133 35,259
134 35,798
135 36,342

135,92 36,845


